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Container Material: Stainless Steel (304,316,316L)
Material of Fixing Bolt: Stainless Steel
Material of Sealing Packing: Chloroprene Rubber
Painting Color: Plain
Ambient Temperature: -20°C~+40°C  Subject to non freezing
Relative Humidity: 45%~85%RH  Subject to non condensation
Altitude: 1000m or less
Weight: 26kg
Terminal: Clip-on terminal
Rated Voltage: 550V 
Thread: Types c, d, and e, correspond to M, NPT, and G, 
              hole or threads.
             Types a and b, correspond to M, NPT, hole or thread.

Please inquire the ratings of the terminal block and the number of installations.
Please inquire the size and quantity of cable entry.
Standard plate is 1.5mm thick with clearance hole. 
If screw holes are needed, special plate with 3mm thick is mandatory.

Model implication:

E: Enclosure
  : Junction Box

7- - -SXTB

A: All Open Type
B: A.B side Open Type
C: B side Open Type
D: All Close Type

Main technical data:

Certification Type Hole or
ThreadCertificate No. Ex mark

 Type a

 Type b

 Type c

 Type d

 Type e

TUV IT 17 ATEX 055X

TUV IT 17 ATEX 058U

IECEx CQM 16.0009X

IECEx CQM 17.0003U

GYJ 16.1177
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